Lavan Tablo Company

Lavan Industrial Group

Built to the highest quality standards

LUX is designed and fully third-party type-tested to the
latest IEC 62271-200 standards, with full segregation

by earthed metal partitions of all the major compartments,
and is equipped with latest range of IEC vacuum

circuit breakers type VD4 - which are fully thirdparty
type-tested in accordance with IEC 62271-100.

Using Lavan’s state of the art technology and manufac-
tured

in accordance with the highest quality standards,

to build a reliable and compact system, which

benefit from the best practices incorporated in our current
medium voltage range.

LLUX zs1 Design  Safe Reliable MV Switchgear

Panel Width (A) 650 mm

12 KV and 17.5 KV

Max. Rating 630 A/1250 A
Depth (C) 1320

800 mm
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1000 mm
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2000 A

3150 A /4000 A (FC)

Height (B) 2200
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Height including arc chamber 2750

24 KV
Max. Rating

2750

800 A/1250 A

2750
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24 KV

2750
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Depth (C)

1570

1570
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Height (B)
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*) 1500 mm for IAC classification ratings of 40 kv - 1 s and 50 ka - 0.5 s only .
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*) 1500 mm for IAC classification ratings of 40 kv - 1 s and 50 ka - 0.5 s only .
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